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Zmluva o dodani tovarov

podla ustanovenia § 269 ods. 2 zakona ¢.513/1991Zb.Obchodny zakonnik
v zneni neskorSich predpisov

Clanok I.
Zmluvné strany

1. Kupujlci: Obec Beladice

Adresa; Gastanova 167, 951 75 Beladice
Zastlpenie: PhDr. Mério Z&gik - starosta ok.ce
Bankové spojenie: VUB, as.

Cislo uétu: SK65 0200 0000 0000 2392 9162
ICO: 00307769

DIC: 2021037843

(dalej len ,objednavatel*)

Predavajuci: AIRNET s.r.o.

Adresa: Siladice 240, 920 52 Siladice
Zastupeny: Michal Durica

Bankove spojenie: Tatra banka a.s.

Cislo uétu: SK62 1100 0000 0029 2282 6959
ICO: 44 996 420

IC DPH: SK20 22 908 316

(V pripade ucasti skupiny uviest Udaje uvedené v tomto bode pre kazdého &lena skupiny samostatne)
(dalej len ,zhotovitel*) =
Clanok II.
Predmet zmluvy

1. Predmetom tejto zmluvy je zavazok zhotovitela zhotovit dielo:
Wifi pre teba — obec Beladice
»Dodanie bezdrotovych pristupovych bodov na verejnych priestranstvach v rameci
obce*

vrozsahu v zmysle cenovej ponuky. Sucastou dodania tovaru je aj dodanie materialu na jeho
vykonanie, ako aj vykonanie skusok jeho funkénosti a spisanie protokolu o skuskach.

2. Zhotovitel je povinny vykonat predmet zmluvy uvedeny v €lanku Il. tejto zmluvy odborne, kvalitne
a za podmienok uvedenych v tejto zmluve, v stlade s prislusnymi pravnymi predpismi a stvisiacimi
STN.

3. Zhotovitel je povinny vykonat predmet zmluvy v stlade s jeho sttaznou ponukou, ktoru predlozil
objednavatelovi ako uchadza¢ podla sutaznych podkladov vo verejnom obstaravani zakazky s nizkou
hodnotou. Tieto dokumenty (tzn. sitazné podklady a ponuka) st cbom zmluvnym stranam zname, boli
zmluvnym stranam navzajom odovzdané a obe zmluvné strany ich povazuju za stéast tejto zmluvy.

Clanok IIl.
Termin plnenia

1. Zhotovitel sa zavazuje, Ze vypracuje a doda predmet zmluvy uvedeny v &l. 1. tejto zmluvy v termine
na zaklade dohovoru najneskor véak do 12 mesiacov od Ucinnosti tejto zmluvy.
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2. Ak zhotovitel pripravi dielo alebo jeho dohodnuty ¢ast' na odovzdanie pred dohodnutym terminom.,

4

zavazuje sa objednavatel toto dielo prevziat' aj v skor§om ponuknutom termine, pokial bude dielo
zhotovené v sulade s platnymi technickymi normami.

. Vpripade vzniku zhotovitelom nezavinenych prekazok znemozAujucich riadne plnenie diela,

prislusny termin sa predizuje o pocet dni, po&as ktorych bali prace prerusené. Toto ustanovenie
plati aj v pripade, ak je objednavatel v omeskani s poskytnutim dohodnutého spolupdsobenia.

. Objednavatel sa zavazuje, ze dokoncené dielo prevezme a zaplati za jeho zhotovenie dohodnutd

cenu.

5. Miesto realizacie/plnenia predmetu zmluvy: Obec Beladice

—

I

W

Clanok IV.
Cena predmetu zmluvy

Cena za predmet zmluvy uvedeny v ¢lanku Il. tejto zmluvy je stanovena dohodou zmluvnych
stran v zmysle zakona €. 18/1996 Zz. o cenach v zneni neskor$ich predpisov a v sulade
s ponukou zhotovitela ako pevna zmluvna cena a predstavuje:

Cena bez DPH 12 375,00 EUR
DPH 20 % 2 475,00 EUR
Cena s DPH 14 850,00 EUR

Dohodnuta cena kompletného diela je vsulade srozpo&tovymi nakladmi uvedenymi
v ponukovom rozpotte podla objektov v ¢leneni podla ,Vykazu vymer’. Rozpodet (oceneny
«Vykaz vymer® — podrobny popis pristupového bodu) je neoddelitelnou sugastou tejto zmliuvy.
(Priloha €. 2).

V cene uvedenej v ods. 1 tohto ¢lanku su zahrnuté aj naklady na:
a) nainstalovanie, oZivenie a uvedenie diela do prevadzky,
b) odovzdanie diela a zaskolenie obsluhy.

Clanok V.
Platobné podmienky

- Zmluvné strany sa dohodli na tom, Ze zhotovitel bude vykonané prace fakturovat' po ukonéeni

a odovzdani diela.

Faktlra musi obsahovat vsetky Udaje, ktoré vyZzaduje platna pravna Uprava Slovenskej republiky.
Udaje na fakture musia byt v sulade s udajmi uvedenymi v uzatvorenej zmluve. V pripade, ze
faktira nebude obsahovat predpisané nalezitosti, objednavatel je opravneny vratit ju zhotovitelovi
na dopinenie. V takom pripade sa prerusi plynutie lehoty splatnosti a nova lehota splatnosti zacne
plynut dnom doruéenia opravenej faktury objednavatelovi.

Podkladom pre vystavenie faktury je slpis vykonanych prac a dodavok. V pripade, ze supis
vykonanych prac bude obsahovat' prace v nizSom ako dojednanom rozsahu, zhotovitel vystavi
faktiru na sumu zniZzenl o nevykonané prace, to znamena faktdru na sumu skuto&ne vykonanych
prac.

. Faktira je splatna do 30 dni odo diia jej dorucenia objednavatelovi. Za deri Uhrady sa povazuje defi

odplsania z U¢tu objednavatela.

. Objednavatel si vyhradzuje pravo zadrzat 10 % z celkovej ceny diela, ktoré zhotovitelovi uhradi do

30 dni po odstraneni vSetkych pripadnych zavad anedorobkov. Podkladom je zapis
o kompletnom odstraneni vsetkych pripadnych zavad anedorobkov potvrdeny zodpovednym
zastupcom objednavatela,
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Clanok VL.
Odovzdanie a prevzatie diela

1. Podmienkou odovzdania a prevzatia diela je Gspesné vykonanie vSetkych predpisanych skugok.
Vzajomne a preukazatelne prevzaté doklady o vysledkoch skisok st podmienkou prevzatia diela.

2. Zhotovitel sa zavazuje, Ze dielo je zhotovené po technickej stranke tak, Ze neumozfuje porusenie
zakona o ochrane osobnych udajov.

3. O prevzati diela spi8u strany zapis, ktory obsahuje zhodnctenie akosti vykonanych prac, supis
pripadnych zistenych vad a nedorobkov, ktoré nebrania v uZivani diela, dohodu o opatreniach na
ich odstranenie, prehlasenie zhotovitela, Ze dielo odovzdava a prehlasenie objednavatela, ze dielo
prebera.

4. Pri odovzdani diela je zhotovitel povinny predloZit objednavatelovi doklady uréené prislusnymi STN
a vseobecne zavaznymi predpismi.

5. Dhom zaplatenia diela prechadza na objednavatela vlastnicke pravo k dielu.

Clanok VI
Zaruéna doba a vady diela

1. Zhotovitel zodpoveda za to, Ze predmet tejto zmluvy bude mat poéas zaruénej doby viastnosti
dohodnuté v zmluve.

2. Dodavatel prebera zaruku za akost vykonanych prac v zmysle obchodného zakonnika, Zaruéna
doba pri jednotlivych komponentoch technologickych ¢asti je uréena ich vyrobcom v zaruénych
listoch. Zaruéna doba za montazne prace a kabeldz sa poskytuje v dizke 60 mesiacov, pritom
zaruka zacina plynut od ukonéenia diela v zmysle tejto zmluvy. Dodavatel zodpoveda, ze cely
predmet zakazky bude potas 60 mesiacov sposobily na zmluvny G&el.

3. Zhotovitel zodpoveda za vady, ktoré ma predmet zmluvy v ¢ase jeho odovzdania objednavatelovi.
Za vady, ktoré sa prejavili po odovzdani diela zodpoveda zhotovitel vtedy, ak boli spésobené
porusenim jeho povinnosti.

4. V pripade, Ze po¢as zarutnej doby sa zisti vada na zrealizovanom diele, objednavatel pisomne
upozorni zhotovitela na tento jav. Zmluvné strany sa dohodli, Ze potas zarutnej doby ma
objednavatel pravo pozadovat a zhotovitel povinnost bezplatne odstranit zistené a reklamované
vady.

5. Zhotovitel sa zavazuje zatat s odstrafovanim vad predmetu diela v ¢o najkratsom, technicky
moznom Case, najneskor vsak do 5 dni od uplatnenia reklamécie objednavatelom.

8. Zhotovitel sa zavazuje odstranit’ reklamované vady do 30 dni od zaéatia ich odstrafiovania, ak
nedoéjde k pisomnej dohode o inom termine a ku ktorej sa zhotovi obojstranne potvrdeny zapis.

Clanok VIII.
Zmluvné pokuty a nahrada skody
1.V pripade, Ze zhotovitel nedoda predmet zmluvy v dohodnutom termine, objednavatel ma pravo
na zmluvnu pokutu vo vyske 0,05 % z ceny diela za kazdy der omeskania.

2.V pripade nedodrzania stanoveného terminu na odstranenie chyb zhotovitelom, ma obstaravatel
pravo pozdrzat platbu za vykonané prace po dobu odstranenia chyb, pricom vzniknuté naklady
bude znasat zhotovitel.
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Clanok IX.
Spolupdsobenie objednavatela

V pripade, ak sa v priebehu realizacie predmetu zmluvy vyskytne potreba dalsich podkladov
alebo spoluprace, objednavatel sa zav&zuje, Ze poskytne zhotovitelovi primerang
spolupdsobenie na zaklade pisomnej vyzvy zhotovitela, tak aby mohol byt dodrzany termin
pinenia uvedeny v €l. Il tejto zmluvy.

Clanok X.
Povinnosti zhotovitel'a

Zhotuvitel sa zavézuje poskytnit' tovary v zmysle dohodnutych podmienck a platnych predpisov.

Zhotovitel je pri odovzdavani predmetu obstarania povinny predlozit obstaravatelovi certifikaty od
pouZitych materialov a zariadeni a protokol o sktskach funkénosti.

Zhotovitel je potas zaruénej doby povinny po pisomnom oznameni obstaravatela reagovat’ na
pripadné reklamované (skryté) chyby, a to do 3 dni od obdrzania oznamenia.

Zhotovitel sa zav&zuje udrziavat na stavenisku poriadok.

Zhotovitel zodpoveda za dodrzanie bezpec¢nostnych predpisov a poziarnej ochrany, zodpoveda
za pripadneé $kody na majetku vzniknuté pri vykone prac.

Zhotovitel zabezpeci znedkodnenie vsetkych vzniknutych odpadov v sulade so zakonom é.
223/2001 Zb. o odpadoch,u opravnenych poskytovatelov takejto sluzby.

Zhotovitel je povinny strpiet vykon kontroly/auditu/overovania stvisiaceho s pinenim tejto zmluvy
kedykolvek poCas platnosti a Gcinnosti tejto zmluvy ato oprdvnenymi osobami (Ci uz
objednavatela alebo inymi osobami uréenymi na zaklade Zmluvy o poskytnuti finanéného
prispevku uzavretej medzi poskytovatefom prispevku a objednavatelom) a poskytnut im vietku
potrebnu sucinnost.

Zhotovitel sa zavazuje vykonat' Ukony, ktoré st predmetom tejto zmluvy na zaklade technickych
poziadaviek podia ,Vyzvy na predkladanie pontk ,Dodanie bezdrétovych pristupovych bodov na
verejnych priestranstvach v ramci obce”,

Pristupové body, ktoré budi umiestnené na uvedenych verejnych priestranstvach musia
spinat minimalne nasledujlce technické parametre:
1. Kompaktné dvojpasmové WIFi zariadenia (2,4GHz - 5 GHz), ktoré s certifikované pre europsky
trh,
2. Zivotny cyklus pougitych produktov vys§i ako 5 rokov,
3. Stredna doba medzi paruchami (MTBF) minimalne 5 rokov,
4. Moznost centralneho manaZmentu pre riadenie, monitoring a konfiguraciu siete (single point of
management),
5. Sulad s ,802.11ac Wave |, Institute of Electrical and Electronics Engineers* (IEEE) §tandardom,
6. Podpora 802.1x IEEE &tandardu,
7. Podpora 802.11r IEEE $tandardu,
8. Podpora 802.11k IEEE &tandardu,
9. Podpora 802.11v IEEE $tandardu,
10. Schopnost AP obsluhovat naraz aspof 50 réznych uZivatelov bez znizenia kvality sluzby,
11. Minimalne 2x2 MIMO (multiple-input-multiple-output),
12. Sulad s Hotspot 2.0 (Passpoint WiFi Alliance certification program).

Navrhované rozmiestnenie 10 AP (externych) k verejnej WiFi v obci Beladice:

T

miestna cast’ Malé Chrastany (priestranstvo v okoli poZiarnej zbrojnice) — umiestnenie na budovu vo

vlastnictve obce Beladice (parc. &. 24 - LV 655)
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. miestna ¢ast Malé Chrastany (priestranstvo v okolf autobusovej zastévky) na stipe verejného rozhlasu

vo viastnictve obce Beladice (parc. € 67/3 - LV 558)
miestna cast Velké Chrastany (¢ast' Pérov — autobusovd zastavka) — umiestnenie na stip verejného

rozhlasu vo vlastnictve obce Beladice (parc. ¢. 191/3 — LV 1120)
miestna éast Velké Chradtany (futbalové ihrisko) — umiestnenie na stip verejného rozhlasu vo

vlastnictve obce Beladice (parc. €. 191/9 - LV 516)
migestna ¢ast’ Velké Chrastany (okolie ,zeleny doméek”) - umiestnenie na budovu vo vlastnictve obce

Beladice (parc. €. 174 - LV 516) _
miestna cast’ Velké Chrastany (namestie) - umiestnenie na stip verejného rozhlasu vo vlastnictve obce

Beladice (parc. €. 175/1 - LV 516)
miestna ¢ast’ Velké Chrastany (park) - umiestnenie na budovu vo vlastnictve obce Beladice — v zadnej

Easii (parc. €. 4/8 — LV 516)
miestna cast Velké Chrastany (okolie kultirneho domu) - umiestnenie na budovu vo viastnictve obce

Beladice — v prednej Casti (parc. ¢. 4/8 — LV 516)
miestna Cast’ Beladice (autobusovd zastavka pri kruhovom objazde) - umiestnenie na stip verejného

rozhlasu vo vlastnictve obce Beladice (obec Beladice ma v sprave pozemok od SPF) (parc. &. 80/25- LV
654)

10. miestna ¢ast Beladice (zastavka autobusu) - umiestnenie na stip vo vlastnictve obce Beladice (parc. &.

Wb

8/1-LV788)

Clanok XI.
Povinnosti objednavatela

Objednavatel vykony prac, uvedenych v odseku 2. tejto zmluvy, preberie na zaklade preberacieho
protokolu.

Objednavatel sa zavazuje spristupnit’ priestory zhotovitelovi pre ucely vyhotovenia projektu.
Objednavatel je opravneny bez akychkolvek sankcil odstupit od zmluvy s
dodavatelom/zhotovitelom v pripade, kedy eSte nedoSlo k plneniu zo zm luvy medzi
ziadatelom/prijimatelom a dodavatelom/zhotovi telom a vysledky kontroly riadiaceho organu (RO)
neumoznuju financovanie vydavkov vzniknutych z verejného obstaravania, ktoré bololje
predmetom kontroly zo strany RO.

Objednavatel moze zverejnit Studiu realizovatelnosti a/alebo analyzy CBA aj na svojej webovej
stranke. Objednavatel zverejni kompletnu Stadiu realizovatelnosti a/alebo analyzu CBA a so
vSetkymi prislusnymi udajmi a prilohami. Povinnost zverejnit véetky Udaje sa nevztahuje na udaje
a skutoecnosti, ktoré podliehaj U ochrane dusevného viastnictva podla osobitnych predpisov.

Clanok XIL.
Odstupenie od zmluvy

1. Objednavatel je opravneny odstipit od zmluvy v pripade podstatného porusenia tejto zmluvy zo
strany zhotovitela. Zmluvné strany povazuju za podstatné porusenie tejto zmluvy najma, ak zhotovite!:

a/ bude meskat' s terminom pinenia podla tejto zmluvy o viac ako 14 dni,

b/ ak zhotovitel bude preukazatelne vykonavat predmet zmiuvy vadne, tj. v rozpore s
podmienkami dohednutymi vtejto zmluve. Musi ist ovady, na ktoré bol zhotovitel
objednavatelom v priebehu vykonavania predmetu zmluvy pisomne upozorneny, a ktoré napriek
tomuto upozorneniu neodstranil v primeranej lehote poskytnutej k tomuto tdely,

c/ vrozpore s ustanovenim tejto zmluvy zastavil vykonavanie predmetu zmluvy, alebo inak
prejavuje svoj umysel nepokracovat’ v plneni tejto zmluvy,

d/ bez predchadzajuceho pisomného suhlasu objednavatela, prevedie vsetky, alebo niektoré
prava a zavazky vyplyvajlce z tejto zmluvy na tretie osoby,

e/ nesplni svoju povinnost ustanovenu v €l Il, bod 3 tejto zmluvy.

f/ Objednavatel ma pravo bez akychkolvek sankcii odstapit od zmluvy so zhotovitelom v pripade,
kedy eSte nedoslo k plneniu zo zmluvy medzi objednavatelom a zhotovitelom a vysledky kontroly
RO neumoziuju financovanie vydavkov vzniknutych z tohto obstaravania.
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Clanok XIiI.
Zavereéné ustanovenia

1. Tuto zmluvu vzmysle §5a zakona & 211/2000 Zz. oslobodnom pristupe k informaciam
a ozmene a doplnenl niektorych zakonov (z&kon o slobode informécil) v platnom znent
a) Obec zverejni na webovom sidle obce, alebo volne pristupnom registri zmluv.
b) ak zmluva nie je zverejnens podia pism. a) tohto ods. do 7 dni odo dfa jej uzatvorenia,
mézZe Ucastnik zmluvy podat' névrh na zverejnenie zmluvy v Obchodnom vestniku.

2. Tato zmluvu je mozné menit a dopliat len formou pisomnych dodatkov podpisanych
opravnenymi zastupcami oboch zmluvnych stran, ktoré budu tvorit neoddelitelnt sidast tejto
zmiuvy,

3. Téato zmluva je vyhotovens v 3 rovnopisoch, z ktorych objednavatefa obdrzi 2 vyhotovenia a
zhotovitel 1 vyhotovenie.

4. Pravne vztahy vyplyvajice z tejto zmiuvy a neupravené v tejto zmluve riadia sa prislusnymi
ustanoveniami zak. €. 513/1991 Zb., Obchodného zakonnika v platnom zneni.

5. Zmluvné strany sa dohodli, Ze tato zmiuva nadobuda platnost’ jej podpisom oboma zmiuvnymi
stranami aéinnost diiom po kiadnom overeni procesu VO riadiacim orgéanom a po mprideleni
dotécie od poskytovatla pomoci a nasledujucim po dni jej zverejnenia v sdlade s § 47a
Obtianskeho zékonnika v platnom zneni.

Clanok XIv.
Prilohy

Neoddelitelnou st&astou ZoD v zmysle Vyzvy OPII-2018/7/1-DOP st nasledovné prilohy:

1. Test spinenia technickych parametrov (TSTP) v rdmci "Wifi pre Teba" rozsireny o konkrétne
Casti technickych listov zodpovedajlicich relevantnému parametru,
2 Podrobny popis pristupového bodu (AP) s vazbou na finanéné limity,

3. Technické listy dodavanych aklivnych prvkov.

- AR 01 Apd
V Beladiciach, dfia ..’(@:.Q.(:,%Z-'f V Beladiciach, dia (
Za kupujliceho: Za predavajliceho:
ARy )
.ﬂ irna li‘--—
NC BN S T vl W lergr e RNt Sk
PhDr. Mario Z4&ik 4ichal Durica.

starosta obce konatel



Test spinenia technickych parametrov (TSTP) v
ramci "Wifi pre Teba"

TSTP sluzi pre ziadatela ako podklad pre Specifikaciu rie$enia spifajticu minimalne technické parametre poZadovanych vyzvou.

htps /imetais finance qov.skistudia/detaill8c95df2d-700e-47ce-a1b0-4chf3334 6453 ab=documents a musia spliiat poZiadavky Robustného,

Technické parametre rieSenia s navrhnuté v stlade so schvalenou Stadiou uskuto&nitenasti

Spofahlivého a Bezpegného produkty, ktory poskyine ab&anom bezplatny pristup na intemat prostrednictvom Wi pripajenia.

1. Robustny: definuje minimaine technické parametre Pristupového bodu (Access pointu), resp. ostatného HW vybavenia,
2. Spofahlivy: definuje minimalne podmienky pre paskytnutie kvalitného internetového pripojenia,
3. Bezpedny: definuje minimalne podmienky pre sistov a fyzicku bezpeénost.

Upozomenie: vysledky tohto testu slizia vylugne pre potreby Ziadatefa a nie si zarukou vysledku v procese schvalovania Ziadosti o NFP,

Otazka ¢. Znenie otazky poved (pa fa dunku vy nuz

Kompaking dvojpasmové WiFi zanadenia (2,4GHz - 5 GHz), kloré 50 certifikované :

% pre eurdpshky h? Ana

2 Zivolny cyklus pouZitych produktov vy&8i ako 5 rakov? Ano

3 Stredn doba medzi poruchami (MTBF) miniméline 5 rokov? Ano

" MoZnost centraineho manaZmentu pre riadenie, monitaring a konfiguraciu siete TE
(single point of management)?

5 Silad s,802.11ac Wave |, Institute of Electrical and Electronics Engineers* (IEEE) 7%
Standardom?

6. Podpora 802.1x |IEEE &tandardu? Ano

T Podpora 802.11r IEEE &tandardu? Ano

8 Podpera 802,11k |EEE &tandardu? Ano

9 Podpora 802.11v IEEE §tandardu? Ano

1 Schopnost AP obsluhovat naraz aspod 50 réznych uZivatelov bez znizania kvality Are
sluzby?

11 Minimalne 2x2 MIMO (multiple-input-multiple-output)? Ano

12, Siflad s Hotspot 2.0 (Passpoint WiFi Alliance certification program)? Ano
Sitastou dodavky bude; projektova dokumentacia kiord bude chsahovat siefove

1 zapojenie aktiviych prvkov siete s IP adresnym plancm, Simulsciu pokrytia iy

priestory, Merania skutoéného pokrytia, technické isty aktiviiych prvkow, funkény
popls a vyobrazenie obsahu hotspot portalu s umiestnenym logom?

Vsetky otazky st zodpovedané

Minimélne technické podmienky st zadefinované.

Poget odpovedi "nie"

Pocet nezodpovedanych otazok
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UniFi eawesy

802.11AC AP with Plug & Play Mesh
Models: UAP-AC-M, UAP-AC-M-PRO

High-Performance Wide-Area Wi-Fi with UniFi® Mesh Technology '[
Breakthrough Speeds up ta 1300 Mbps in the § GHz Band U B I QU ITIW

802.3af PoE Compatibility N ET W OR K §



UAiFi
Scalable Enterprise Wi-Fi Management

UniFi® is the revolutionary Wi-Fi system that combines
enterprise performance, unlimited scalability, and a
central management controller. The UniFi AC Mesh APs
have a refined industrial design and can be easily installed
using the included mounting hardware.

Easily accessible through any standard web browser and
the UniFi mobile app (i0S or Android), the UniFi Controller
software is a powerful software engine ideal for high-
density client deployments requiring low latency and
high uptime performance.

Use the UniFi Controller software to quickly configure
and administer an enterprise Wi-Fi network - no special
training required. RF map and performance features,
real-time status, automatic UAP device detection, and
advanced security options are all seamlessly integrated.

Extend Your Coverage

Features

Save Money and Save Time UniFi cames bundled with a
non-dedicated software controller that can be deployed
on an on-site PC, Mac, or Linux machine; in a private
cloud; or using a public cloud service. You also have the
option of using the UniFi Cloud Key with built-in software.

Powerful Hardware The UniFi AC Mesh APs feature Wi-Fi
802.11AC with Plug & Play Mesh technolagy.

Intuitive UniFi Controller Software Configure and
manage your APs with the easy-to-learn user interface.

Expandable Unlimited scalability: build wireless
networks as big or small as needed. Start with one and
expand to thousands while maintaining a single unified
management system,

With the UniFi Controller software running in a NOC or in the cloud, administrators can manage multiple sites: multiple
distributed deployments and multi-tenancy for managed service providers. Below are some deployment examples.

.
—a il 1Y

Dorm or Residence




UniFi Controller

Packed with Features

Use the UniFi Controller to provision thousands
of UniFi APs, map out networks, quickly manage
system traffic, and provision additional UniFi APs.

Breakthrough RF Map

Use the RF map to monitor and analyze
radio frequencies for optimal AP placement,
configuration, and troubleshooting.

Powerful RF Performance Features

Advanced RF performance and configuration
features include spectral analysis, airtime fairness,
and band steering.

Deatailed Analytics

Use the configurable reporting and analytics to
manage large user populations and expedite
troubleshooting.

Wireless Uplink

Wireless Uplink functionality enables wireless
connectivity between APs for extended range. One
wired UniFi AP uplink supports up to four wireless
downlinks on a single operating band, allowing
wireless adoption of devices in their default stata
and real-time changes to network topology,

For devices that support Plug & Play Mesh, this
functionality is extended to allow multi-hop
wireless uplink - so wirelessly uplinked APs can
support uplink to other wirelessly uplinked APs.

Guest Portal/Hotspot Support

Easy customization options for Guest Portals
include authentication, Hotspot setup, and the
ability to use your own external portal server. Use
UniFi's rate limiting for your Guest Portal/Hotspot
package offerings. Apply different bandwidth rates
(download/upload), limit total data usage, and
limit duration of use.

All UniFi APs include Hotspot functionality:

* Built-in support for billing integration using
major credit cards.

+ Built-in support for voucher-based
authentication.

* Built-in Hotspot Manager for voucher creation,
guest management, and payment refunds.

* Full customization and branding of Hotspot
portal pages.

Multi-Site Management

A single cloud-based UniFi Controller can manage
multiple sites: multiple, distributed deployments
and multi-tenancy for managed service providers.
Each site is logically separated and has its own
configuration, maps, statistics, guest portal, and
admin read/write and read-only accounts,

WLAN Groups

Manage flexible configurations of large
deployments. Create multiple WLAN groups and
assign them to an AP’s radio.
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Dashboard

UniFi provides a visual representation of your network’s status
and delivers basic information about each network segment.

RF Map

Monitor Unifi APs and analyze the surrounding RF environment.

UniFi Mobile App

Manage your UniFi devices from your smartphone or tablet.




Model Comparison

Environment |
Simultaneous Dual-Band

2.4 GHz Radio Rate |

2.4 GHz MIMO |8

5 GHz Radio Rate |

5 GHz MIMO

Secondary Ethernet Port
PoE Mode

Wall Mount =

Pale Mount

450 Mbps:
3x3
-
3x3
v

* 24V Passive PoE
- 8023af PoE:
_ Alternative A

802 3af PoE

v

Fast Mount |

1300 Mbps:

Use Cases

Mesh Multi-Hop A large outdoor area, such

as a park with minimal infrastructure, can take
advantage of a mesh network comprised of the
UniFi AC Mesh models.

Omnidirectional Coverage, Indoors or
Outdoors The UAP-AC-Mincludes adjustable
dual-band omni antennas.

You have the option to use a 5 GHz omni
antenna' for spot-beam coverage in high-density
locations with numerous APs and clients, like a
conference hall or event center.

Directional Coverage, Outdoors The UAP-AC-M
is versatile,

You have the Jption to use a 5 GHz sector
antenna’ (wide beam in the azimuth plane and
narrow in the elevation plane) for broad outdoor
coverage.

Maximum Coverage, Outdoors The
UAP-AC-M-PRQ is ideal for applications requiring
3x3 MIMO data rates for close-in omni coverage.

Temporary Installations Deploy the UniFi AC
Mesh models for outdoor instaliations requiring
quick setup and takedown, such as a street fair,
music festival, or concert venue.

' Different antenna gains are allowed for each regulatory
domain or country. Itis the installer's responsibility to check
local regulations.

Application Example

Both Unifi AC Mesh models provide wireless coverage for a street fairin a city plaza,



Hardware Overview

Model: UAP-AC-M

The UAP-AC-M provides simultaneous, dual-band,
2x2 MIMO technology and is available in single- and
five-packs'.

DATASHEET

Compact Form Factor The UAP-AC-M discreetly
integrates into any environment.

Weather-Resistant Enclosure The UAP-AC-M can be
used indoors or outdoors. g -7

§ MESH

Versatile Mounting The UAP-AC-M can be mounted
on a wall, pole, or fast-mount of an optional Ubiquiti®
high-gain antenna?. (All accessories are included.)

Multiple Power Options The UAP-AC-M is compatible -
with B02.3af PoE Alternative A and 24V passive PoE. You

can power it with the included Gigabit PoE adapter’ or an

802.3af Alternative A compatible switch, such as the UniFi

PoE Switch or EdgePoint™ EP-R6. k

[

nirl |

=

Antenna Options Use the included omni antennas, or
use the included fast-mount adapter to install the AP on
an optional connectorized antenna? for expanded range
coverage and customized pattern shaping.

! Five-packs do not ship with PoE adapters; we racommend powering the
UniFi APs with the UniFi PoE Switch instead,

* Different antenna gains are allowed for each requlatory domain or
country, Itis the installer's responsibility to check local regulations.

Application Example

The UAP-AC-M utilizes the same antenna connector technology as airMAX® antennas.’




Hardware Overview

Maodel: UAP-AC-M-PRO

The UAP-AC-M-PRO provides simultaneaus, dual-band,
3x3 MIMO technology and is available in single- and
five-packs®,

Weather-Resistant Form Factor The enclosure of the
UAP-AC-M-PRO is designed to withstand the elements,
making it ideal for outdoor deployment.

Powerful Coverage Built-in dual-band omnidirectional
antennas deliver expanded range coverage outdoors.

Mounting Flexibility The UAP-AC-M-PRO can be
mounted on a wall or pole. (All accessories are included.)

o [ .

Dual Gigabit Ethernet Ports The primary port is for data
a.d PoE; the secondary port is for bridging.

i

0
o
—
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Multiple Power Options You can power the UAP-AC-M-
PRO with an 802.3af compatible switch, UniFi PoE Switch,
or the included Gigabit PoE adapter*,

* Five-packs do not ship with PoE adapters; we recommend powering the
UniFi APs with the UniFi PoE Switch instead,

Application Example

The Unifi AC M Pro APs cover the quad and park on a university campus.




UAP-AC-M Specifications

Dimensions 353 X 46 x 344 mm (13. 9x 1 81 % 1,35")

Weight 152 g (5.36 0z) with Antennas
Networking Interface {1) 10/100/1000 Ethernet Port
Buttons Reset
Power Method 24V Passive PoE (Pairs 4, 5+; 7, 8 Return);

802.3af Alternative A (Pairs 1, 2+; 3, 6 Return)
{Supported Voltage Range: 44 to 57VDC)

Power Supply 24V, 0.5A Gigabit PoE Adapter*
Power Save Supported
Maximum Power Consumption 8.5W
Maximum TX Power
2.4 GHz 20dBm
5 GHz 20 dBm
Antennas (2) External Dual-Band Omni Antennas
2.4 GHz 3 dBi
5 GHz 4 dBi
Wi-Fi Standards 802.11 a/blg/n/rik/v/iac
Wirelass Security WEP, WPA-PSK, WPA-Enterprise (WPA/WPA2, TKIP/AES)
BSSID Up to 8 per Radio
Mounting Wall/Pole/Fast-Mount (Kits Included)
Operating Temperature -30t070°C(-22t0 158° F)
Operating Humidity 5 to 95% Noncondensing
Certifications CE, FCC, IC

*  Only the single-pack of (ha UAR-AC-M includes a Pat scdaprern

“1‘*

S

e o R e . AdvancedTrafficManagement o £ ER IS S
VLAN 802.1Q

Advanced QoS Per-User Rate Limiting
Guest Traffic Isolation Supported
WMM Voice, Video, Best Effort, and Backgrotind
Concurrent Clients 250+

Standard Data Rates ;
802.11ac 6.5 Mbps to 867 Mbps (MCS0 - MCS3 NSS1/2, VHT 20/40/80)
802.11n 6.5 Mbps to 300 Mbps (MCS0 - MC515, HT 20/40)
802.11a 6,9,12,18, 24,36, 48, 54 Mbps
802.11g 6,9,12, 18, 24, 36, 48, 54 Mbps

802.11b 1,2,5.5 11 Mbps
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Dimensions
Weight
Networking Interface
Buttons

Power Method

Power Supply
Power Save
Maximum Power Consumption

Maximum TX Power
24 GHz
5GHz

Antennas

Wi-Fi Standards
Wireless Security

BS5ID

Mounting

Operating Temperature
Operating Humidity
Certifications

Advanced Qg5
Guest Traffic Isolation
WMM

Concurrent Clients

e TRy
Standard
802.11ac
802.11n
802.11a
802.11g
802.11b

UAP-AC-M-PRO Specifications

SR i T _
3432 x181.2x60.2 mm (13.51x7.13x2.377)
633 g (1.40 Ib)

{2) 10/100/1000 Ethernet Ports

Reset

802.3af PoE
(Supported Voltage Range: 44 to 57VDC)

48V, 0.5A PoE Gigabit Adapter*
Supported
9w

22dBm
22dBm

(3} Internal Dual-Band Antennas
8 dBi

802.11 a/b/g/n/r/k/v/ac

WEP, WPA-PSK, WPA-Enterprise (WPA/WPA2, TKIP/AES)
Up to 8 per Radio

Wall/Pole (Pole Kit Included)

-40t0 70" C (-40 to 158°F)

5 tp 95% Noncondensing

CE FCC, IC

*  Cnly the ungle-pack of the UAP-AC-M-PRO includes 3 Pof adapier.

802.1Q
Per-User Rate Limiting

Supportad

Voice, Video, Best Effort, and Background
250+

Data Rates

6.5 Mbps to 1300 Mbps (MCS0 - MCS9 NSS51/2/3, VHT 20/40/80)

6.5 Mbps to 450 Mbps (MCSO - MCS23, HT 20/40)
6,9,12,18, 24, 36,48, 54 Mbps

6,9, 12, 18,24, 36, 48, 54 Mbps

1,2,55,11 Mbps




UniFi Switch Compatibility

F_
Ll
The UniFi switches are compatible with UniFi Access Points and UniFi G3 Video Cameras, as detailed below. %J
v
A e R o T <<
W US-48 500w | US48-750W | =
O
\v'; \,/
UVC-G3-AF v v v v v v v v
=
(T
UVC-G3-DOME v v v v v v %
UAP & 5 v v 75 v v v =
UAP-LR <5 o7 v v v y v v '-'-....,
"
UAP-PRO v v v v v ” y 7 Q‘E
UAP-AC-LITE v v v v v , Vv v :
UAP-AC-LR v v v e v v v v
UAP-AC-PRO v v v v o e o v
UAP-AC-M v v v v v v v v
UAP-AC-M-PRO v v 7 v/ v v v v
UAP-AC-IW* v e v v v v v v
UAP-AC-IW-PRO* ¥ v v ¥ / v v v
UAP-AC-HD = v v v v v v
v Compatible with the UniFi switch
g Requires an Instant 802.3af Gigabit PoE Converter: INS-3AF--G @ or IN5-3AF-O-G ~

Note:

" For the UAP-AC-IW and UAP-AC-IW-PRO, PoE pa ssthrough is supported by all of the switches listed abave except for models US-8 and US-8-60W.

Related Product Datasheets

UniFi Switch 8, UniFi Switch 8-60W:

dl.ubnt.com/datasheets/unifi/UniFi Switch 8 DS.pdf

-

'Ai UniFi PoE Switches:
=7 dLubnt.com/datasheets/unifi/UniFi PoE Switch.pdf

Specifications are subject to change, Ubiquid products are sold with a limited warranty described st www.ubnt COMYSURPOrT/warranty
The limited warranty requiras the use of arbitration o resalve dispuras on an individual basis. and, where applicable specify arbitration Instead of jury

trials or elass actions ::'
B2015-2019 Ubiguiti Networks, Inc, All rights res d. Ubiquiti, Ubiguiti Netwerks. the Ubiquitl U oge, the Ubtquiti beam loge, airMAX, #1105,

EdgePoiny, and LiniFi are tradermarks or demarks ef Ubiquiti Netwarks, Inc in the Urited States and in other countrias, App ‘5}'
Apple logo are tradamarks of Apple Inc. e US. and other eountras. App Store is asarvice mark of Apple, Inc,, regist i
other countries. Google Android, and Goagle Play are tradermarks of Gaogle LLC Al other trademarks are the praperty of thair respective ownars www.ubnt.com




gwr——~- Wi-Fi CERTIFIED™ Interoperability Certificate

This certificate lists the features that have successfully
completed Wi-Fi Alliance interoperability testing.
Learn more: www.wi-fi.org/certification/programs CERTIFIED

Certification ID: WFA97394 Page 1 of 2

Date of Last Certification March 27, 2020

.
1‘114\!&‘6

Company Ubiquiti Inc.
Product UniFi Access Point AC Mesh PRO
Model Number UAP-AC-M-PRO

Product Identifier(s)

Category Routers

Subcategory Enterprise/Service Provider Access Point, Switch/Controller or Router
Hardware Version Product: MP, Wi-Fi Component: U-AME-G

Firmware Version Product: ca-gen2-wfa.11264, Wi-Fi Component: ca-gen2-wfa.11264
Operating System Linux

Frequency Band(s) 2.4 GHz, 5 GHz - Concurrent

Summary of Certifications

CLASSIFICATION PROGRAM
Connectivity Wi-Fi CERTIFIED™ a, b, g, n, ac

WPA2Z™ - Enterprise, Personal
Optimization WMM®
WMM®-Power Save

Access Passpoint®



ru

Wi-Fi CERTIFIED™ Interoperability Certificate
S
Ky CERTIFIED

Certification ID: WFA97394 Page 2 of 2

Security

WPA2™ - Enterprise, Personal

EAP Type(s)
Any EAP Type
Protected Management Frames

Wi-Fi CERTIFIED™ a

Wi-Fi CERTIFIED™ b
Wi-Fi CERTIFIED™ g

Wi-Ei CERTIFIED™ n

2.4 GHz, 5 GHz - Concurrent

3 Spatial Streams 2.4 GHz

3 Spatial Streams 5 GHz

Short Guard Interval

TXA-MPDU

STBC Transmit

40 MHz operation in 2.4 GHz, with coexistence mechanisms
40 MHz operation in 5 GHz

Wi-Fi CERTIFIED™ ac

3 Spatial Streams 5 GHz

Rx MCS 8- (256-QAM)

Tx STBC 2x1 {

Rx A-MPDU of A-MSDU

Low Density Parity Check coding

WMM®
WMM®-Power Save

Passpoint®

Release 2

Passpoint® (Release 2)

Online Signup (OSU) and Policy Provisioning

Spectrum and Regulatory Features

802.11d
802.11h



